
 
April 23, 2020 

 
RE: Code Compliance of Installed UPC 500 OCX Open-Cell Spray Foam  
 
To Whom it May Concern,  
 
We are the manufacturer of the UPC 500 OCX.  The 
500 OCX is fully code compliant with the following 
portions of IRC Section R316 Foam Plastic:  
 
R316.3 Surface Burning Characteristics  
UPC 500 OCX has met the criteria of R316.3 with a 
Flame Spread of 15 and Smoke Developed of 200. 
Please see the enclosed test report.  An excerpt from 
the actual code section is to the right.  
 
R316.4 Thermal barrier 

UPC 500 OCX has met the criteria of R316.4 by 
complying with Section R316.5 as permitted in the 
code excerpt to the right.  R316.6 specifically outlines 
the non-prescriptive alternative to the thermal barrier 
requirement. NFPA 286 is the most common test 
method used. 500 OCX has been tested in accordance 
with the test method of NFPA 286 and meets the 
criteria when coated with 20 wet mils of DC315 
Intumescent Coating by International Fireproof 
Technology, Inc. See enclosed report. 
 
Alternatives to a Prescription Ignition Barrier 
In conditions where only an ignition barrier is 
required, there is a modified version of the NFPA 286 
called the AC377 Appendix X test. This test is 
permitted based on Section R316.6 where it states, “or 
fire tests related to actual end-use configurations.” 
The Appendix X test was developed by the ICC as an 
actual end-use configuration assembly to meet the 
requirement as an alternative to a prescriptive ignition 
barrier.  Foam installed in attics and crawl spaces that 
will NOT be used for storage, and only used to access 
mechanicals, can be left exposed without a 
prescriptive ignition barrier if it meets the 
requirements of ACC 377 Appendix X. UPC 500 Max  



 
 

has met the testing criteria of ACC 377 Appendix X without any additional coating required.  Please 
see the enclosed test report from QAI Laboratories. 

 
Please do not hesitate to contact me with any further questions. 
 
 
Sincerely, 

 
 
 
 

Justin R. Breiner 
Building Science Specialist 
Universal Polymers Corporation 
W. 203.760.0025 
C. 203.889.7771 
E. Justin@UPCFoam.com 
 


